
ARTIFICIAL GRASS



 
 

4. Compact the ground using a vibrating plate or 
roller (you can hire these at a good hire shop – 
they are often called whackers!) 

 

5. Ideally spray weed killer and then put down 
underlay/weed barrier on to the area to be 
covered 

 

6. If you are planning on using timber edging to fix 
the grass in place then install this now. This would 
be treated timber around the edges which you will 
later pin the grass to to hold it down at the edges. 

 

7. Lay a minimum of 75mm of fine type-one stone 

aggregate and then compact this with the vibrating 

plate or roller (you can hire these at a good hire 

shop – they are often called whackers!) 

8. Lay either finer stone of between 6mm and 14mm 
aggregate or a coarse sand to a depth of between 
20mm and 40mm. Compact with the vibrating 
plate or roller and top up as you need to achieve 
your desired level. 

 

9. Lay the grass on top of the sand (do not drag it as 

this will damage your levelling work). Also make 

sure you lay each run in the same direction as the 

pile can look different from different sides..  

 

10. Leave the grass for around two-to-three hours to 

settle, or if possible overnight, to stop it wrinkling 

or creasing. 

11. Cut and trim your artificial grass, using a sharp knife, ensuring that you cut the grass neat to the 
edges of your area. 

 

12. If you have installed timber to fix to, nail, staple or peg where needed, if you have not installed 
timber, depending on the size of the grass pieces, the type & therefore weight of the grass and 
whether you are going to infill the grass with sand or rubber granules, you may need to peg the 
grass in places to hold it down, particulalry at the edges. 

 

13. To make the joins, use joining tape and adhesive. Roll back the edges, roll out the tape, apply the 
adhesive to the tape and roll the grass back in place: 

 

    

14. If you are infilling your grass with rubber granules or silica sand, rake and spread the infill evenly, 
making sure you don't over-fill the surface. If using sand please note that it will compact, so you may 
have to add a final layer at the end of your installation. 

 

15. If you are laying edgings over the grass (e.g. stones, paving logs, sleepers) then you can now put 
them in place.  
 

SIT BACK, RELAX & ENJOY YOUR NEW LAWN 


